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TECHNICAL SPECIFICATION

Type of Resin Polyurethane Resin

Coverage Rate Pedestrian: 3.4m2  

Vehicle Traffic: 2.3m2

Type of Aggregate Hard wearing recycled aggregate

Overlay Time 1-2 hours

Full Cure 7 Days

Processing Temperature 5ºC - 30ºC

Storage Life 12 months (Unopened , dry conditions)

WHAT IS POLYBASE?

Resin depth Pedestrian: 15mm 

Vehicle Traffic: 18mm

Geo-Textile Membrane 1mm

Base depth Pedestrian: 20mm 

Vehicle Traffic: 30mm

Geo-Textile Membrane 1mm

ROLL DIMENSIONS

Width 2m

Length Available in 50m2, 100m2, 200m2

POLYBOUND
THE HOME OF RESIN

POLYBOUND
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DESCRIPTION

Polybase is Polybound’s next-generation, eco-friendly base 
system engineered for resin bound surfacing. Designed for rapid 
installation, superior strength, and seamless bonding, Polybase 
replaces concrete and tarmac as a faster, cleaner, and more 
sustainable foundation for resin bound surfaces.

The system forms a monolithic polyurethane bond with the resin 
top coat when installed within the recommended intercoat time—
creating a single, seamless surface that is fully SUDS-compliant, 
permeable, and built to last.

What’s in a kit:
•	4.5kg Polybound Resin Binder (A+B Components)
•	5kg Binding Quartz
•	4x Bags Recycled Aggregates
•	Geo Textile Membrane

KEY FEATURES & BENFITS

•	Fast Installation: Base and top coat can be installed the same 
day.

•	Seamless Bonding: Monolithic structure ensures flawless 
integration with resin to base bonding systems.

•	Eco-Friendly: Manufactured using recycled aggregates with low 
waste.

•	Superior Strength: Reinforced with dual-layer Geo-Textile 
Membrane (GSM).

•	SUDS-Compliant: Fully permeable structure supports natural 
drainage and flood mitigation.

•	Cost-Efficient: Reduces labour, waste, and machinery 
requirements.

•	Durable Performance: Resists cracking, movement, and 
surface failure.

TECHNICAL DATA SHEET

POLYBASE SYSTEM

COMMERCIAL GRADE BASE BINDER

•	A monolithically bonded polyurethane system.
•	High Strength Aggregate - a specially selected, recycled,  

hard wearing aggregate to provide the structure for your 
PU Binder Course.

•	NON UV Polyurethane Resin - An aromatic resin designed to 
provide increased durability and strength to the binder course.

•	Binding Quartz - A multi sized strengthening quartz.

APPLICATIONS

Pedestrian Areas • Driveways • Car Parks • Pathways • Parks & 
Public Spaces • Commercial Landscaping • Tree Root Protection 
Zones

HEALTH & SAFETY

•	Use gloves googles and a respirator when mixing or applying 
resin.

•	avoid contact with part B (hardener); rinse immediately with 
water if exposed. 

•	Refer to data sheet before use. 

GEO-TEXTILE MEMBRANE

The GSM forms a reinforcing layer within the Polybase 
commercial-grade base binder, enhancing strength, load 
distribution, and long-term stability.
Manufactured from high-tenacity polypropylene, it provides 
exceptional tensile resistance, flexibility, and durability in all 
ground conditions.

•	High-performance soil reinforcement layer
•	Made from recyclable polypropylene
•	UV and chemical resistant coating
•	>50kN tensile strength

ONLY ONE DELIVERY
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